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 Wt. [lbs.]
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3 SGA036H4B CAV 37,�00 36,000 1,�00 14.3 16.1 7� 1�� NA 900 9�6 �,�00 1.1 4� x 83 x 73 1,018-1,063

� SGA060H4B CAV  61,�00 �9,�00 1,6�0 1�.8 1�.� 7� 1�� NA 1,�00 800-
1,�3� �,�00 1.1 4� x 83 x 73 1,04�-1,087

10 SGA1�0H4B CAV 1�3,000 119,000 3,700 1�.3 13.� 130 180 �40 3,000 1,391-
�,�40 4,800 1.0 �� x 91 x 87 1,78�-1,860

10 SGA1�0H4M MSAV 1�3,000 119,000 3,700 1�.1 1�.0 130 180 �40 �,000-
3,000 

1,391-
�,�40 4,800 1.0 �� x 91 x 87 1,78�-1,860

�0 SGA�40H4B CAV �4�,000 �36,000 6,�00 1�.6 14.4 �60 360 480 6,000 �,78�-
�,079 9,600 1.� 66 x 91 x 146 3,000-3,�7�

�0 SGA�40H4M MSAV �4�,000 �36,000 6,�00 1�.6 16.� �60 360 480 4,000-
6,000 

�,78�-
�,079 9,600 1.� 66 x 91 x 146 3,000-3,�7�

�4 SGB�88H4B CAV �96,000 �88,000 7,700 11.6 1�.3 �60 360 480 7,�00 7,111 11,��0 1.� 66 x 91 x 14� 3,068-3,3�0

�4 SGB�88H4M MSAV �96,000 �88,000 7,700 11.6 14.8 �60 360 480 4,800-
7,�00 7,111 11,��0 1.� 66 x 91 x 146 3,068-3,3�1
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3 SCA036H4B CAV 37,�00 36,000 1,�00 14.3 16.1 1� NA NA 900 900 �,�00 1.1 4� x 83 x 73 963-1,0�4

� SCA060H4B CAV  61,�00 �9,�00 1,6�0 1�.8 1�.� 1� 30 NA 1,�00 1,600 �,�00 1.1 4� x 83 x 73 967-1,031

10 SCA1�0H4B CAV 1�3,000 119,000 3,700 1�.� 13.� 1� 30 4� 60 3,000 3,800 4,800 1.0 �� x 91 x 87 1,678-1,7�0

10 SCA1�0H4M MSAV 1�3,000 119,000 3,700 1�.3 1�.� 1� 30 4� 60 �,000-
3,000 3,800 4,800 1.0 �� x 91 x 87 1,678-1,7�0

�0 SCA�40H4B CAV �4�,000 �36,000 6,�00 1�.8 14.8 30 60 90 6,000 8,000 9,600 1.� 66 x 91x 146 �,786-�,991

�0 SCA�40H4M MSAV �4�,000 �36,000 6,�00 1�.8 16.4 30 60 90 4,000-
6,000 8,000 9,600 1.� 66 x 91x 146 �,786-�,991

�4 SCB�88H4B CAV �96,000 �88,000 7,700 11.6 1�.3 30 60 90 7,�00 8,000 11,��0 1.� 66 x 91x 146 �,8�6-�,9�6

�4 SCB�88H4M MSAV �96,000 �88,000 7,700 11.6 14.8 30 60 90 4,800-
7,�00 8,000 11,��0 1.� 66 x 91x 146 �,8�6-�,9�6

the StrategoS™ rooftop unit product line  
performance SpecificationS

Certified in accordance with USE certification program which is based on ARI standard 210/240 (5 tons and below): 
95ºF outdoor air temperature and 80ºF DB/67ºF WB entering evaporator coil air.       
Certified (CAV units) or rated (MSAV units) in accordance with USE certification program which is based on ARI standard 340/360 (6 tons and above): 
95ºF outdoor air temperature and 80ºF DB/67ºF WB entering evaporator coil air.
All dimensions have been rounded up to the nearest inch.       
Note: Due to Lennox’ ongoing commitment to quality, all specifications, ratings and dimensions are subject to change.

• Circuit breakers
• Ground fault circuit  

interrupter (GFCI) 
• Grille guard
• Thermal expansion valve (TXV)
• Compressor crankcase heater 
 

• Freezestats
• High-pressure switch
• Low-pressure switch
• Filter driers
• R-410A refrigerant
• MERV 7 filter

Our most innovative features are already built in.
They may be options or accessories for other units, but these are  

standard installed features on the Strategos rooftop unit:

• Integrated Modular Controller
• Over �00 customer 

configuration parameters
• Over 100 diagnostic error codes
• Compressor time-off delay
• Minimum compressor run time
• Thermostat bounce delay
• Return air temperature  

limit control
• Night setback mode

• Smoke alarm mode
• CO� demand control 

ventilation ready
• “Strike-Three” critical alarm 

–Automatic reset 
–Low pressure 
–High pressure 
–Freezestat 
–Heat limit 

Want to improve service and maintenance with 100+ diagnostic codes? 

Or improve reliability by monitoring and controlling unit operation 

based on critical alarms? The following control features are standard:

• �30/3/60, 460/3/60, 
�7�/3/60 Volt

• Evaporator coil corrosion  
protection

• Condenser coil corrosion  
protection

• Stainless steel heat exchanger
• LPG/propane fuel supply
• Constant air volume  

supply fan
• Copper drain trap  

(�0- and �4-ton)
• Hail guard (�0- and �4-ton)
• MSAV™ (multi-stage air 

volume) supply fan
• Manual outdoor air damper 

with hood

• Economizer with barometric 
relief, hood and global control

• Power exhaust fans with 
damper position control  
(10- and �0-ton only)

• Novar �0�1 DDC
• CPC 810-306� DDC
• Novar integration (requires 

Novar system gateway device)
• CPC integration (requires CPC 

system gateway device)
• Interoperability via BACnet®  

or LonTalk® protocols
• Return smoke detector
• Supply smoke detector
• Dual/single enthalpy

Want or need more? Factory-installed options customize units for 

certain climates and/or specifications. These options include:

• 14-inch bolt-together curb
• �4-inch bolt-together curb
• Novar �0�1 DDC
• CPC 810-306� DDC
• CO� sensor

• Thermostat
• Fresh air tempering
• Coil guard
• Hail guard
• MERV 1� filters

Easily added during installation, field-installed accessories include: 




